DRAWINGS FOR APPROVAL.
COORDINATE AS READ. PROVIDE SHOP
2. ACTUAL LAYOUTS MAY VARY DEPENDING ON
CONTRACTOR PRIOR TO FABRICATION.
ALL DIMENSIONS TO BE FIELD VERIFIED.
1/4" THK. PLYWOOD W/POLYMER LAMINATE FINISH ON ALL EXPOSED SURFACES, FASCIA, AND EDGER. ALL INTERIOR SURFACES TO BE WHITE MELAMINE.

20 GAUGE CONT. GROUND

WHITE MELAMINE
ADJUSTABLE SHELF ON NYLON PINS & GROMMETS.

STAINLESS STEEL DOOR
PULL

20 GAUGE CONT. GROUND
BLOCKING AS REQ'D

3/4" THK. SOLID SURFACE COUNTERTOP WITH BEVELED EDGE (BS-1)

PLASTIC LAMINATE DRAWER
ON 3/4" THK. PLYWOOD W/ BALL BEARING GUIDES AND STAINLESS STEEL PULL.

STAINLESS STEEL DOOR
PULL

3/4" THK. PLYWOOD W/ PLASTIC LAMINATE FINISH (PL-1) ON ALL EXPOSED SURFACES, FASCIA, AND EDGER. ALL INTERIOR SURFACES TO BE WHITE MELAMINE.

WHITE MELAMINE
ADJUSTABLE SHELF ON NYLON PINS & GROMMETS.

PLASTIC LAMINATE ON 3/4" THK. PLYWOOD BASE

MILLWORK SECTION

SCALE: 1" = 1'-0"

RB SPEC 1
2  

MILLWORK SECTION

2'-0" @ DEMO THEATER

\[ \text{SCALE: } 1" = 1'-0" \]

R-B SPEC 2
1" REVEAL

THK. PLYWOOD W/ ASTIC LAMINATE FINISH (1-1) ON ALL EXPOSED FACES, FASCIA AND GES. ALL INTERIOR FACES TO BE WHITE LAMINE.

EVEAL WITH INLESS STEEL ANGLE ERIMETER

3/8" THK. SOLID SURFACE COUNTERTOP WITH BEVELED EDGE (SS-1)

STAINLESS STEEL DOOR PULL

3/4" THK. PLYWOOD W/ PLASTIC LAMINATE FINISH (PL-1) ON ALL EXPOSED SURFACES, FASCIA AND EDGES. ALL INTERIOR SURFACES TO BE WHITE LAMINATE.

WHITE MELAMINE ADJUSTABLE SHELF ON NYLON PINS & GROMMETS.

PLASTIC LAMINATE ON 3/4" THK. PLYWOOD BASE

MILLWORK SECTION

SCALE: 1" = 1'-0"
CUSTOM SNEEZE GUARD, REFER TO MANUF. FOR SPECIFICATIONS
WOOD BLOCKING AS REG'D. FOR MOUNTING
3/4" THICK SOLID SURFACE COUNTERTOP WITH BEVELED EDGE (88-1)

DROP-IN REFRIGERATED DISPLAY PAN, REFER TO MANUF. FOR SPECIFICATIONS

STAINLESS STEEL DOOR PULL
3/4" THICK PLYWOOD W/ PLASTIC LAMINATE FINISH (FL-1) ON ALL EXPOSED SURFACES, FACINGS AND EDGES. ALL INTERIOR SURFACES TO BE WHITE MELAMINE.

WHITE MELAMINE ADJUSTABLE SHELF ON NYLON PINS & GROMMETS.

PLASTIC LAMINATE ON 3/4" THICK PLYWOOD BASE

MILLWORK SECTION
SCALE: 1" = 1'-0"

R-B SPEC 4
Operator-Serve Food Shield

GENERAL SPECIFICATIONS:

Materials
- Mirror Polished Brass
- 1 1/2" Round Tubing Uprights
- Mirror Polished Brass Cut Flange
- 1/4" Tempered Glass Front and Top
- Beveled and Polished Exposed Glass Edges

Construction
- Maximum Post Spacing
  - 42" with 1/4" glass
  - 72" with 1/2" glass
- NSF Standard 2 Construction
- Shipped Fully Assembled

OPTIONS & ACCESSORIES:

<table>
<thead>
<tr>
<th>Tube Material</th>
<th>Tube Finish</th>
</tr>
</thead>
<tbody>
<tr>
<td>Brass</td>
<td>#4 Brushed</td>
</tr>
<tr>
<td>Stainless</td>
<td>#8 Mirror Polished</td>
</tr>
<tr>
<td>2&quot; Diameter</td>
<td>Powder Coated</td>
</tr>
<tr>
<td></td>
<td>Brass</td>
</tr>
<tr>
<td></td>
<td>Copper</td>
</tr>
<tr>
<td></td>
<td>Color</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Fitting Material</th>
<th>Fitting Finish</th>
</tr>
</thead>
<tbody>
<tr>
<td>Brass</td>
<td>#4 Brushed</td>
</tr>
<tr>
<td>Stainless</td>
<td>#8 Mirror Polished</td>
</tr>
<tr>
<td></td>
<td>Powder Coated</td>
</tr>
<tr>
<td></td>
<td>Brass</td>
</tr>
<tr>
<td></td>
<td>Copper</td>
</tr>
<tr>
<td></td>
<td>Color</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Glass</th>
<th>Other</th>
</tr>
</thead>
<tbody>
<tr>
<td>1/2&quot; Tempered</td>
<td>Heat Lamps</td>
</tr>
<tr>
<td>1/4&quot; Glass End Panel</td>
<td>Kevry's HHL</td>
</tr>
<tr>
<td>Full Perimeter Channel</td>
<td>Customer Supplied</td>
</tr>
<tr>
<td></td>
<td>Fluorescent Lights</td>
</tr>
<tr>
<td></td>
<td>Halogen Lights</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Top</th>
<th>Color</th>
</tr>
</thead>
<tbody>
<tr>
<td>1/2&quot; Tempered Glass</td>
<td>Solid Surface Material</td>
</tr>
<tr>
<td>#8 Mirror Polished Brass</td>
<td>Color</td>
</tr>
</tbody>
</table>
1" REVEAL

3/4" THK PLYWOOD W/ PLASTIC LAMINATE FINISH (PL-1) ON ALL EXPOSED SURFACES, FASCIAS AND EDGES. ALL INTERIOR SURFACES TO BE WHITE MELAMINE.

9/16" THICK SOLID SURFACE COUNTERTOP WITH BEVELED EDGE (88-1)

STAINLESS STEEL DOOR PULL

3/4" THK PLYWOOD W/ PLASTIC LAMINATE FINISH (PL-1) ON ALL EXPOSED SURFACES, FASCIAS AND EDGES. ALL INTERIOR SURFACES TO BE WHITE MELAMINE.

WHITE MELAMINE ADJUSTABLE SHELF ON NYLON PINS & GROMMETS

PLASTIC LAMINATE ON 3/4" THK PLYWOOD BASE

MILLWORK SECTION

SCALE: 1" = 1'-0"
3/4" THICK SOLID SURFACE COUNTERTOP WITH BEVELED EDGE (SS-1)

1" REVEAL

3/4" THICK PLYWOOD WITH PLASTIC LAMINATE FINISH (PL-1) ON ALL EXPOSED SURFACES, FASCIA, AND EDGES. ALL INTERIOR SURFACES TO BE WHITE MELAMINE.

STAINLESS STEEL DOOR PULL

PLASTIC LAMINATE ON 3/4" THICK PLYWOOD BASE

SCALE: 1" = 1'-0"
SECTION AT COUNTER EDGE

 SCALE: 6" = 1'-0"
SECTION AT DRAWER EDGE

SCALE: 6" = 1'-0"

R.B. SPEC 8
1/4" THK. SOLID SURFACE COUNTERTOP WITH BEVELED EDGE (83-1)

3/4" x 3/8" x 3/4" ALUM. ANGLES

1" REVEAL WITH STAINLESS STEEL COLORED PLASTIC LAMINATE

SECTION AT DRAWER EDGE

SCALE: 6" = 1'-0"